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No. Part No. Description Quantity

1 CRUX-0057 Wheel Carrier/Ladder – VW Crafter/MAN TGE 1

2 SMW-0321 A Door Mounting Plate VW Crafter/MAN TGE 1

3 SMW-0311 Wheel Carrier Spinner 1

4 SMW-0323 A Top & Bottom Hinge Plate VW Crafter/MAN TGE 2

5 M-0017 Wheel Rack Threaded Bar 1

6 M-0018 Wheel Mounting Cone 1

7 M-0022 Wheel Carrier Hinge Mount Spacers 4

8 R-0001 Rubber Shock Mount 1

9 R-0002 Rubber Door Mount Pad 2

10 Button Head Bolt (F-0008) M10 x 50mm 1

11 Washer (F-0009) M8 4

12 Washer (F-0010) M10 1

13 Washer (F-0011) M10 (24mm Dia) 1

14 Washer (F-0012) M20 2

15 Nut (F-0013) M20 1

16 Nyloc Nut (F-0014) M8 4

17 Nyloc Nut (F-0015) M10 1

18 Nyloc Nut (F-0016) M20 1

19 Plastic Nut Cap (F-0017) M8 4

- Padlock Padlock 1

What’s in the box?

The various kit options and 

their parts are noted in the 

table with a diagram on the 

following pages.

CRUX-0057

WHEEL CARRIER/LADDER - VW CRAFTER ’17- & MAN TGE ’17-

• No bung – allocate f numbers
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• Our kit is designed to fit with the 180° door hinges, shown above.

• Whilst our kit can be fitted with a small modification to the 270° hinges by removing the tie 

bar, our recommendation is to use 180° hinges.
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Part # 65626900004

Part # 65626900005

• The plastic bungs
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• Fit the M20 nut onto the end of the threaded bar (M-0017)  without the hole.

• Fit one M20 washer, before fitting through the slot in the wheel carrier.

• Then fit the remaining M20 washer and the M20 Nyloc nut on the back of slot. Tighten the Nyloc nut so the nyloc is fully engaged on the thread (use a 

screwdriver through the hole on the threaded bar to aid tightening the nyloc nut), before tightening the nut to against the slot/nyloc nut somewhere in 

the center of the slot.

IN
S

T
R

U
C

T
IO

N
S

W
H

E
E

L
 C

A
R

R
IE

R
/L

A
D

D
E

R 2

• Fit rod



3

#vanconceptwww.myvanconcept.co.uk

• Offer the Door Mounting Plate (item 2 – SMW-0321 A) into position as shown above on the nearside door and mark the center position of the hole.

• The bottom/side of the plate is a right angle and matches the horizontal profile in the door and the edge of the door.

• With the centre marked, drill a small pilot hole before opening up to a 10.5mm hole. 

• De-burr the hole, clearout any swarf and apply some primer to any exposed metal
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• Fit one Rubber Door Mount Pad (item 9 – R-0002) to the back of both door mounts on the wheel carrier

• Apply some adhesive (e.g. CT1) around the open hole on the door to prevent water ingress and peel back the 

adhesive foam tape and offer the mounting plate into place. .
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• Rubber on back.

• Stick on plate
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• With the door open, position the Top & Bottom Hinge Plates (item 4 – SMW-0323 A) through the holes in both door hinges, orientated in a 

way that the plate fits the profile of the hinge.

Place one spacer (item 5 – M-0022) onto each thread of the hinge plates and these will sit within the holes of the hinge.   
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• Plate in hingewith spacers.
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• With an assistant, offer the wheel carrier into place, and fit one washer and one M8 Nyloc nut onto each exposed thread on both the hinges.

• Loosely tighten these to hold the wheel carrier in place
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• Offer in place with washers and nuts
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• Take the M10x50mm Button Head Bolt, fit the smaller M10 Washer and then locate through the door mounting hole in the wheel carrier, 

then through the Rubber Shock Mount (item 8 – R-0001). This will then align with the mounting plate held in place on the door, through the 

door skin and can be fitted with the larger M10 Washer and M10 Nyloc nut from within the door. This can be accessed from underneath and its

easier to see what is going on with the removal of the plastic cover shown above.

IN
S

T
R

U
C

T
IO

N
S

W
H

E
E

L
 C

A
R

R
IE

R
/L

A
D

D
E

R

• Locate rubber and bolt
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• With all bolts fitted but not fully tightened, check the positioning/alignment of the wheel carrier and tight all 5x nuts.

• Fit one M8 Plastic Nut Cap (item 19) to each of the M8 Nyloc nuts on the door hinges. 

IN
S

T
R

U
C

T
IO

N
S

W
H

E
E

L
 C

A
R

R
IE

R
/L

A
D

D
E

R

• Tighten and nut cap
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• Check opening/bung in hinges. 
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• Tighten and nut cap
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• Offer wheel in place

• Check cone

• Add lock
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